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TUBO CONDIZIONAMENTO ISOLATO (FINO A 250°C)
INSULATED CONDITIONING TUBE (UP TO  250 ° C)

TUBO CONDIZIONAMENTO ISOLATO (FINO A 140°C)
INSULATED CONDITIONING TUBE (UP TO 140 ° C)

PAL140060 60

PAL140065 65

PAL140070 70

PAL140082 82

PAL140102 102

PAL140127 127

Caratteristiche:

Features:

Caratteristiche:

Features:

Tubo doppia parete per condizionamento costituito da un 
condotto interno in alluminio multistrato con incorporata 

250÷300 g/mq). Rivestimento esterno anticondensa in 
laminato d’alluminio rinforzato.
Lunghezza standard: 10m
Raggio di curvatura: da 0.8 a 1 volta il diametro
Temperatura di esercizio: da -30°C a +140°C
Pressione di esercizio: max 250mm H2O
Velocità dell’aria: max 30 m/sec
Resistenza al fuoco: ignifugo, classe 1 ai sensi del D.M. 26-
04/84

Double wall pipe for air conditioning made up of an inner 
multilayer aluminum conduit with a reinforcement of spiraled 

sp.25mm (density 250 ÷ 300g / m²). Outer anti-condensation 
coating in reinforced aluminum laminate.
Standard length: 10m
Bending radius: from 0.8 to 1 times the diameter
Operating temperature: from -30 ° C to + 140 ° C
Working pressure: max 250mm H2O
Air speed: max 30 m / sec
Fire resistance:
04 / 84

Tubo doppia parete per condizionamento costituito da un 
condotto interno in alluminio multistrato con incorporata 

16kg/mc). Rivestimento esterno anticondensa in laminato 
d’alluminio rinforzato.
Lunghezza standard: 10m
Raggio di curvatura: da 0.8 a 1 volta il diametro
Temperatura di esercizio: da -30°C a +250°C
Pressione di esercizio: max 300mm H2O
Velocità dell’aria: max 30 m/sec
Resistenza al fuoco: incombustibile, classe M0-M1 secondo 
norma NF P 92503-4 (F) - non combustibile, secondo L.R.MSC 
61 (67) e IMO Res.A 653 (16)

Double wall pipe for air conditioning consisting of an 
inner multilayer aluminum conduit with reinforcement of 
spiraled harmonic steel wire (class M0). Insulation with glass 

condensation coating in reinforced aluminum laminate.
Standard length: 10m
Bending radius: from 0.8 to 1 times the diameter
Operating temperature: from -30 ° C to + 250 ° C
Working pressure: max 300mm H2O
Air speed: max 30 m / sec
Fire resistance: non-combustible, class M0-M1 according to 
standard NF P 92503-4 (F) - non-combustible, according to 
L.R.MSC 61 (67) and IMO Res.A 653 (16)
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